IDAHO TRANSPORTATION DEPARTMENT
VEHICLE SPEED BY LANE REPORT - From 2004 Permanent Weigh-In-Motion Data

District 5 - Georgetown - US30 - .7 SE. of Nounan Rd.
Wednesday 1 September Thru Thursday 30 September 2004
Total Traffic - All Lanes Included

Vehicle Direction of Travel
West Bound East Bound

Lane Lane Average Lane Lane Average Total Average
Speed Bin Count % Speed Count % Speed Count | Type % Speed
0-30 49 0.12 23 216 0.47 19 265 0.31 20
30-35 11 0.03 33 57 0.12 33 68 0.08 33
35-40 22 0.05 38 81 0.18 38 103 0.12 38
40-45 53 0.13 44 184 0.40 43 237 0.27 43
45-50 139 0.34 48 467 1.02 48 606 0.70 48
50 - 55 542 1.33 54 1222 2.67 54 1764 2.04 54
55 -60 1766 4.33 58 3372 7.37 58 5138 5.93 58
60 — 65 8262 20.24 63 | 11860 25.92 63 20122 23.24 63
65-70 19894 48.73 68 | 20961 45.80 68 40855 47.18 68
70-75 7838 19.20 72 6311 13.79 72 14149 16.34 72
75-80 1591 3.90 78 743 1.62 77 2334 2.70 78
80 -85 440 1.08 83 199 0.43 83 639 0.74 83
85— 140 222 0.54 92 91 0.20 91 313 0.36 91
Total by Lane 40829 47.15 68 45764 52.85 66 86593 100.00 67
Total by Direction 40829 47.15 68 | 45764 52.85 66
50" Percentile Speed 67
85" Percentile Speed 71




